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Despite several awareness campaigns and efforts by authorities, over
70 Percent of highway accidents occur due to driver’s distraction or
fatigue. The greatest risk is during long distance commutes and night
time driving..
 
Eyedentify’s Driver Monitoring and Alerting System (DMAS) brings
intelligence into your vehicle by ensuring the driver is identified and is
alert for the entire trip. DMAS is designed to reduce road accidents
and help ensure occupant safety.

Speed Based Alerts: Speed-based
monitoring alerts and over-speeding
alerts to the driver and the fleet
operator.

Face Recognition: Recognizes the
registered driver and sends a notification
/ alert to the fleet owner if the vehicle is
driven by an unauthorised person.

Drowsiness Detection: Detects when
the driver is drowsy and alerts the
driver through an audio alert to bring
his / her attention back on the road
along with notifications to the fleet
operator.

Distraction Detection: Detects when
the driver is distracted and alerts the
driver through an audio alert to bring
his / her attention back on the road
along with notifications to the fleet
operator.

On Demand Video Evidence: On
demand real-time video transmission
over 4G for remote monitoring along
with video evidence for alerts.

Reports & Notifications: Real time
Notifications to the fleet operator for
all alerts generated along with video
evidence. Detailed driving reports can
be downloaded from the web and
mobile applications.    

Features: 



Genral Specifications
Parameter Specification

Operating Voltage 8 - 32 V DC

Operational < 20 W

Sleep Mode < 5 W

Power 
Consumption

Memory
SD Card

Hard Disk

Cameras
Type

Night Vision

Up to 128 GB

Up to 1 TB

USB

Transparent IR LED

Physical Specifications
Parameter Specification

Dimensions 150 x 120 x 50 (mm)

Enclosure Material Alumunium

Power 4 Pin
Connectors

Camera USB

Environmental Specifications
Parameter Specification

Operating Temperature -10° C to +60° C

Storage Temperature -40° C to +65° C

Humidity 95% ROH Non-condensing


